& LUBE

Series Progressive System motorized grease pump I

GMNH (High pressure type)

Motor-driven cartridge grease pump. Use with
progressive metering blocks makes possible [GMNH-4-4C]
discharge volume adjustment according to pump
operation time.

[GMNH4-7C] [GMNH-1-7C - GMNH-2-7C]

HOW to order Wiring diagram

GMNH-[ |- |C Cartridge type RN
¢ AC100V 6uF
i Cartridge type EITPTY| (koo
Cartridge AC200V 1.5uF

400m4e Terminal box inside (GMNH-2-4C,GMNH-2-7C)
Voltage 700me i ]
AC100V Condenser
AC200V gl i d)_T

DC24Vv Connecting diagram

[High pressure type]

pecifications Hydraulic circuit drawing

Pung Discharge volume | 10m£/min .
Discharge pressure| 20MPa (safety valve set pressure)

Motor Power DC24V¢ 1/0.65A | AC100V¢ 1/0.65A | AC200V¢ 1/0.65A Rl valve
Output 15W DC brush motor 25W ignition motor

V\{orkin_g Cartridge grease No.000,00, 0, 1 (lithium grease)

Viscosity T

Recommended

& MPO, MP1, FS2

Cartridge size| 400m#£, 700m£

| Weight 2.8kg (DC24V), 3.1kg (AC100V, 200V)

| Directions for use |

* Use recommended greases.

* Never use molybdenum disulfide-contained grease

* Use lithium greases. (Contact us for consultation when other than lithium grease is used.)
* Do not use any greases containing substances that attack brass and rubber.

@ Related parts
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SP series progressive valve AP series progressive valve Pressure gauge Main tubing Adapter assemblies LUBE original grease :
: : : P85 1PAT1 : P.185 P81

65



